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NOTE: 
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SHORELINE 

THE EXISTING DREDGE DISPOSAL SITE SHOWN ON 
THIS DRAWING IS THE SOURCE FOR THE SANDY 
MATERIAL TO BE USED TO FILL THE NEW GEOTUBE 
(1,365 CU. YDS.) AND FOR BACKFILL BEHIND THE 
GEOTUBE (1,800 CU. YDS.) THIS MATERIAL HAS BEEN 
TESTED FOR CONTAMINANTS. 
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KIRBY INLAND MARINE, LP 
55 WAUGH DRIVE, SUITE 1000 

HOUSTON, TEXAS 77007 

··-rn CONSTRUCTION NOTES 

1. FURNISH AND INSTALL: NEW 20' WIDE X 550' 
LONG, 34' CIRCUMFERENCE, CONTINUOUS 
GT10DDM GEOTUBE CONTAINER WITH GT5DD 
SHROUD. INSTALL 20' WIDE SCOUR APRON, 
GT500 POLYPROPYLENE, PERFORM ONLY 
EXCAVATION NECESSARY TO CREATE THE 
ALIGNMENT FOR THE NEW GEOTUBE. THIS 
SHOULD INCWDE A LEVEL, STRAIGHT, SHALLOW 
SWALE AS REQUIRED. REFER TO THESE 
DRAWINGS AND ATTACHED SPECIFICATIONS. 

2. FURNISH AND INSTALL: STONE RIPRAP IN AREA 
SHOWN (50-250 LBS.) (NOTE: PETRO-FLEX 
MAT MAYBE SUBSTITUTED IN THE AREA 
COVERING THE DISCHARGE PIPE WITH ENGINEER 
APPROVAL) 
FURNISH AND INSTALL: 50LF PIPE AT 1~ MIN. 
SLOPE. PROVIDE ALL MATERIALS NECESSARY 
TO TIE-IN TO THE EXISTING PIPE. DEMO 
EXISTING CONCRETE STRUCTURE AS REQUIRED. 
THE OUTFALL PIPE USED FOR THE EXTENSION 
WILL BE THE SAME SIZE AND TYPE AS 
EXISTING. PROVIDE ADEQUATE COMPACTION OF 
NEW BACKFILL BEFORE THE NEW OUTFALL PIPE 
IS INSTALLED. COVER WITH PETROFLEX MAT 
AS SHOWN. 

4. CONSTRUCT REINFORCED CONCRETE PIPE 
COLLAR. 

5. EXISTING TIMBER PILES TO BE REMOVED TO 4' 
BELOW GRADE (MINIMUM) AND DISPOSED OF. 

6. AFTER THE GEOTUBE AND SCOUR APRON ARE 
IN PLACE AND FILLED. APPROXIMATELY 1,800 
CU. YDS. OF SAND BACKFILL WILL BE PLACED 
FROM JUST BELOW THE BACKSIDE CURVE OF 
THE GEOTUBE AT ELEVA110N +5.0' AND SLOPE 
UPWARD TO MATCH EXISTING GRADE AT 
ELEVATION +6.0'. DO NOT DISTURB THE 
EXISTING VEGETATION ANYMORE THAN 

PURPOSE: 

NECESSARY. COMPACT TO 90~. FURNISH 
AND PLACE z• TOPSOIL ON ALL AREAS WHICH 
WERE BACKFILLED AND FEATHER OUT TO TIE-IN 
TO ADJACENT EXISTING VEGETATED AREAS. 
FURNISH AND INSTALL GRASS SEEDS, MIRAFl 
FW-700 GEOTEXTILE FABRIC, HYDROMULCH 
WITH 70/30 WOOD/PAPER BLEND MULCH, 
BERMUDA, MILLET, MICROBES, FERTILIZER, 
TACKIFIER, AND CURLEX II EROSION CONTROL 
BLANKET. WATER AS NECESSARY TO START 
SEED GERMINATION. 

DEZA V ALA FLEET SHORELINE REP AIRS 
AT CARPENTER'S BAYOU & BUFFALO BAYOU IN 

CHANNEL VIEW, HARRIS COUNTY, TEXAS 
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[!) CONSTRUCTION NOTES 

FURNISH AND INSTALL: NEW 20' WIDE X 550' 
LONG, 34' CIRCUMFERENCE. CONTINUOUS 
GT1 OOOM GEOTUBE CONTAINER WITH GT500 
SHROUD. INSTALL 20' WIDE SCOUR APRON, 
tmiOO POLYPROPYLENE, PERFORM ONLY 
EXCAVATION NECESSARY TO CREATE THE 
AUGNMENT FOR THE NEW GEOTUBE. THIS 
SHOULD INCLUDE A LEVEL, STRAIGHT, SHALLOW 
SWALE AS REQUIRED. REFER TO THESE 
DRAWINGS AND ATIACHED SPECIFICATIONS. 
FURNISH AND INSTALL: STONE RIPRAP IN AREA 
SHOWN (50-250 LBS.) (NOTE: PETRO-FLEX 
MAT MAYBE SUBSTITUTED IN THE AREA 
COVERING THE DISCHARGE PIPE WITH ENGINEER 
APPROVAL) 
FURNISH AND INSTALL: 50LF PIPE AT 1" MIN. 
SLOPE. PROVIDE ALL MATERIALS NECESSARY 
TO TIE -IN TO THE EXISTING PIPE. DEMO 
EXISTING CONCRETE STRUCTURE AS REQUIRED. 
THE OUTFALL PIPE USED FOR THE EXTENSION 
WU BE THE SAME SIZE AND TYPE AS 
EXISTING. PROVIDE ADEQUATE COMPACTION OF 
NEW BACKFILL BEFORE THE NEW OUTFALL PIPE 
IS INSTALLED. COVER WITH PETROFLEX MAT 
AS SHOWN. 
CONSTRUCT REINFORCED CONCRETE PIPE 
COLLAR. 
EXISTING TIMBER PILES TO BE REMOVED TO 4' 
BELOW GRADE (MINIMUM) AND DISPOSED OF. 
AFTER THE GEOTUBE AND SCOUR APRON ARE 
IN PLACE AND FILLED, APPROXIMATELY 1,800 
CU. YDS. OF SAi'll BACKFlLL WILL BE PLACED 
FROM JUST BEUDW THE BACKSIDE CURVE OF 
THE GEOTUBE AT ELEVATION +5.0' AND SLOPE 
UPWARD TO MATCH EXISTING GRADE AT 
ELEVATION +6.0'. DO NOT DISTURB THE 
EXISTING VEGETATION ANYMORE THAN 
NECESSARY. COMPACT TO 9~. FURNISH 
AND PLACE 2" TOPSOIL ON ALL AREAS WHICH 
WERE BACKFILLED AND FEATHER OUT TO TIE-IN 
TO ADJACENT EXISTING VEGETATED AREAs. 
FURNISH AND INSTALL GRASS SEEDS, MIRAFI 
FW-700 GEOTEXTILE FABRIC, HYDROMULCH 
WITH 70/30 WOOD/PAPER BLEND MULCH, 
BERMUDA, MILLET, MICROBES, FERTILIZER, 
TACKIFIER, AND CURLEX II EROSION CONTROL 
BLANKET. WATER AS NECESSARY TO START 
SEED GERMINATION. 
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TERMTNA TE FILL AT ELEY.· +6.0' 
(TYPICAL) 

SAND BACKFILL APPROX. 
1800 CU. YDS. 

COMPACTED m 90% 

EDGE OF DRIVE 
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NOTE: ELEVATIONS BASED ON 
MEAN LOW TIDE (MLT) DATA. HIGH 
TIDE LINE (HTL) ELEVATION IS 
APPROXIMATE. MEAN HIGH 
WATER (MHW) ELEVATION IS 
BASED ON COOPS/NGS ELEVATION 
DATAATTHELYNCHBURG 
LANDING STATION ID 8770733 IN 
SAN JACINTO, TEXAS. 
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